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Data Sheet

Are you looking to protect your home or business with CCTV surveillance but aren’t sure which products 
to choose? Well, this wireless CCTV starter kit from Storage Options has everything you need to get 
started. 

storageoptions.com

Features and Benefits
• Outdoor/Indoor Wireless CCTV Camera with  
 Night Vision
• Portable and Discreet Wireless SD Digital  
 Video Recorder
• Records Video or Images to SD Memory Card  
 (2GB Card Included)
• Real time Motion Detection and Capture
• Easily View Captured Images or Videos on  
 your Computer or TV

Contents -  Wireless SD DVR Unit, 1x Wireless Camera, 1x SD 
Card (2GB), DC 12v Adaptor, 1x Video Cable (18.3m/60ft), 1x 
DIN Adaptor Cable and Instruction Manual. 

Part No. 53318

With a wireless SD digital video recorder and one wireless outdoor night vision CCTV camera.  Includes 
a clear English manual and all the cabling, power supplies and everything else needed to secure a 
property. This is an ideal surveillance solution for the home or a small business. 
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Specifications
DVR 
• Video Input: Wireless
• Video Output: 1 Channel RCA
• Video Compression: JPEG Video Display Single Picture or  
          Picture in Picture Display
• Frame Rate: 10 -15 FPS
• Transmit Distance: 200 - 300m (Outdoor Line of Site)
• Image Resolution: VGA: 640 x 480
• Motion Detection: Area and Programmable Sensitivity Setting
• System: NTSC/PAL
• Transmit Frequency: 2.4GHz (ISM band) 
• Transmit Power: 17dBm
• Transmission Rate: 3Mbps
• Signal to Noise Ratio: >40dBm
• Memory Media: SD Card Capacity Supports Maximum 32GB
• Record Time: 2GB Can Save 20,000 Pictures 
          2 Hours Video (Motion-Detected Video Clips)
• Power: DC 12V 1A
• Working Temperature: 0oC - 40oC

Camera
• Image Sensor: 1/4” Color CMOS                                              
• Effective Pixels: PAL: 512 x 582                                   
• Horizontal Resolution: 420 TV Lines                                      
• Minimum Illuminance: 0Lux (IR on)                                       
• IR Distance: 10m
• Lens: 1/4” , 6mm
• Viewing Angle: Horizontal 39.8° 
             Vertical 34.2°                                 
• Transmission Power: 17dBm
• Transmit Frequency: 2.4GHz (ISM band)
• Transmission Rate: 3Mbps
• Power Supply: DC 12V      


